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RoHS compliant

Description

Order data

Product drawing

Socket  Connectors

CBL - socket connector
Straight and angled – one and two row – installation height 5.7 mm 

	 Solder pin
	 Contact spacing 2.54 mm
	 One row: 5, 10 and 20 positions
	 Two row: 10, 20 and 40 positions
	 Further positions on request
	 Contact plating: gold or tin plated 
	 Suitable for CSU pin headers

No. of Pos.
A + 0.5 B ± 0.1

One row Two row
5 10 12.7 4 x 2.54 = 10.16

10 20 25.4 9 x 2.54 = 22.86

20 40 50.8 19 x 2.54 = 48.26

Two row straightOne row straight

One row angled

Two row – straight

No. of Pos. gold plated tin plated

10 202 A 10079 X 202 F 10079 X

20 202 A 10089 X 202 F 10089 X

40 202 A 10099 X 202 F 10099 X

One row – angled

No. of Pos. gold plated tin plated

5 202 A 10049 X 202 F 10049 X

10 202 A 10059 X 202 F 10059 X

20 202 A 10069 X 202 F 10069 X

One row – straight

No. of Pos. gold plated tin plated

5 202 A 10019 X 202 F 10019 X

10 202 A 10029 X 202 F 10029 X

20 202 A 10039 X 202 F 10039 X


