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Entertainment Interconnects 
 

R-3 

 

Phono Plugs & Jacks  AC Series Connectors 
 

Part Number Type Description Representation Schematic 

ACPM-GN BULK Mono 
Standard 

ACPM-GN-AU BULK Mono 
Gold Plated 

ACPS-GN BULK Stereo 
Standard 

ACPS-GN-AU BULK Stereo 
Gold Plated 

1/4" (6.35mmø)Mono Phone 
plug,Diecast Shell, Satin finish, 

Flexible grommet. 
(Supplied in Bulk pack of 100 only) 

 

 
 
 
 
 
 
 
 
 

ACPM-GB BULK Mono 
Standard 

ACPM-GB-AU BULK Mono 
Gold Plated 

ACPS-GB BULK Stereo 
Standard 

ACPS-GB-AU BULK Stereo 
Gold Plated 

1/4" (6.35mmø)Mono Phone 
plug,Diecast Shell, Black finish, 

Flexible grommet. 
(Supplied in Bulk pack of 100 only) 

 

 
 
 
 
 
 
 
 
 

ACPM - MRN Mono 

ACPS - MRN Stereo 

1/4" (6.35mmø) Phone plug, 
RightAngle, Machined shell,Nickel 

finish 
 

 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 

   

1/4" (6.35mmø) DualPhone Jack 
(Piggyback)Horizontal Snap-fit 
PCB,Plastic housing, Metalnut 

and entry bore 

1/4" (6.35mmø) Jack, Horizontal 
PCBmount, Plastic housingwith 

metal insert 

1/4" (6.35mmø) Jack, Horizontal 
PCBmount, Plastic housingwith 

metal insert 

1/4" (6.35mmø) Jack,Solder Lug, 
Plastichousing with metalinsert 

Description Part Number Description Part Number Description Part Number Description Part Number 
Mono - Plastic Nut ACJM-PHS Mono ACJM - MHD Mono - Plastic 

Nut ACJM - PH Stereo - Plastic 
Nut ACJS - PH 

Mono - Metal Nut ACJM-MHS 
Stereo - Plastic Nut ACJS-PHS Stereo ACJS - MHD Mono - Metal 

Nut ACJM - MH Stereo - Metal 
Nut ACJS - MH 

Stereo - Metal Nut ACJS-MHS 
 

HDMI High Definition Multi-Media Interface 
 

High-Definition Multimedia Interface is an uncompressed, all-digital audio/video interface. Designed to be a single cable solution to interface 
between set-top boxes, DVD players, AVR’s and/or audio/video monitors. HDMI provides a 5GBs bandwidth. HDMI was developed to replace 
existing analog interfaces.  
 

 

Part Number Description 

Materials 
Shell   - Nickel Plated Copper Alloy 
Insulator  - Thermoplastic UL94V-0 
Contacts  - Copper Alloy 
Plating   - Selective Gold Flash over Nickel 
 

Features 
 Designed to transfer uncompressed signal for best results 
 No Loss digital signal 
 Low Cost Solution 
 Supports stereo and Multi-Channel Audio 
 Combines Audio and Video for ease of use 
 Intelligent system, supports two-way communication 

 

Variations 
 Available in 19 and 29 positions 
 Right Angle and Straight PCB Mount Receptacles 
 Various Plating Options 
 Cable Mount Plugs 

 

Consult Representative for Solution Part numbers G45A19120ALF RoHS compliant Right Angle 19P SMT Receptacle 
AAL/AMTA 
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