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ALCOSWITCH | ALCOSWITCH DIP EDS

TE Internal #: 2319848-2

DIP Switch, Gold Flash Contact Plating, Black, High Temperature
Nylon, 2 Switch, -20 — 85 °C [-4 — 185 °F], Slide Actuator,
ALCOSWITCH DIP EDS

View on TE.com >

Switches > DIP & SIP Switches

Switch Contact Plating Material: Gold Flash
Case Color: Black

Case Material: High Temperature Nylon
Sealed Device: No

Number of Switches: 2

Features

Product Type Features

Sealed Device
DIP & SIP Switch Type

Actuator Style
Configuration Features

Number of Positions
Number of Switches

Configuration (Pole-Throw)
Electrical Characteristics
Contact Current Rating
Operating Voltage
Body Features

Actuator Color
Product Orientation

Case Color

t. For support call+1 800 522 6752

No
DIP

Slide Actuator

2
2

Single Pole - Single Throw

025 A

24 VDC

White
Vertical

Black
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https://www.te.com/en/plp/Zn5v.html
https://www.te.com/en/product-2319848-2.html
https://www.te.com/en/plp/Xq37z3.html

EDS02SGRNTUO4Q

DIP Switch, Gold Flash Contact Plating, Black, High Temperature Nylon, 2 Switch, -20
—85°C [-4 - 185 °F], Slide Actuator, ALCOSWITCH DIP EDS

Case Material
Contact Features

Contact Underplating Material
PCB Contact Termination Area Plating Material
Switch Contact Plating Material

Contact Base Material
Termination Features

Termination Method to PCB
Housing Features

Centerline (Pitch)
Dimensions

Product Length

Product Height
Usage Conditions

Operating Temperature Range
Packaging Features

Packaging Method

Packaging Quantity

Product Compliance

For compliance documentation, visit the product page on TE.com>

EU RoHS Directive 2011/65/EU
EU ELV Directive 2000/53/EC

China RoHS 2 Directive MIIT Order No 32, 2016

EU REACH Regulation (EC) No. 1907/2006

Halogen Content

Solder Process Capability

t. For support call+1 800 522 6752

High Temperature Nylon

Nickel
Gold Flash
Gold Flash

Copper Alloy

Surface Mount

2.54 mml[.1 in]

4.98 mm[.196 in]

3.4 mm[.134 in]

-20 — 85 °C[-4 — 185 °F]

Tube

95

Compliant

Compliant

BEEYREEREINEERK No Restricted
Substance(s) Above Threshold

Current ECHA Candidate List: JUNE 2025
(250)

Candidate List Declared Against: JUNE
2024 (247)

Does not contain REACH SVHC

Low Halogen - Br, Cl, F < 900 ppm per
homogenous material. Also BFR/CFR/PVC
Free

Not reviewed for solder process capability
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EDS02SGRNTUO4Q

DIP Switch, Gold Flash Contact Plating, Black, High Temperature Nylon, 2 Switch, -20
—85°C [-4 - 185 °F], Slide Actuator, ALCOSWITCH DIP EDS

Product Compliance Disclaimer

This information is provided based on reasonable inquiry of our suppliers and represents our current actual knowledge
based on the information they provided. This information is subject to change. The part numbers that TE has identified as
EU RoHS compliant have a maximum concentration of 0.1% by weight in homogenous materials for lead, hexavalent
chromium, mercury, PBB, PBDE, DBP, BBP, DEHP, DIBP, and 0.01% for cadmium, or qualify for an exemption to these
limits as defined in the Annexes of Directive 2011/65/EU (RoHS2). Finished electrical and electronic equipment products
will be CE marked as required by Directive 2011/65/EU. Components may not be CE marked. Additionally, the part
numbers that TE has identified as EU ELV compliant have a maximum concentration of 0.1% by weight in homogenous
materials for lead, hexavalent chromium, and mercury, and 0.01% for cadmium, or qualify for an exemption to these limits
as defined in the Annexes of Directive 2000/53/EC (ELV). Regarding the REACH Regulation, the information TE provides
on SVHC in articles for this part number is based on the latest European Chemicals Agency (ECHA) ‘Guidance on
requirements for substances in articles’ posted at this URL: https://echa.europa.eu/guidance-documents/guidance-on-

reach

Compatible Parts

TE Part # 1-2319847-0 TE Part # 6-2319848-4 TE Part # 4-2319848-5 TE Part # 6-2319848-8
END STACK DIP 10P G RAISED TUBE END STACK DIP1PGRECESSSEALT&R END STACK DIP 3P G RECESS T&R END STACK DIP 5P G RECESS SEAL
T&R

TE Part # 6-2319848-7

END STACK DIP 4P G RECESS SEAL
T&R

Also in the Series ALCOSWITCH DIP EDS

DIP & SIP Switches(42)

Customers Also Bought
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https://www.te.com/en/plp/dip-switches-alcoswitch-dip-eds/Y30D8Xq37z3.html
https://www.te.com/en/product-6-2319848-7.html
https://www.te.com/en/product-6-2319848-8.html
https://www.te.com/en/product-4-2319848-5.html
https://www.te.com/en/product-6-2319848-4.html
https://www.te.com/en/product-1-2319847-0.html
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DIP Switch, Gold Flash Contact Plating, Black, High Temperature Nylon, 2 Switch, -20
— 85 °C [-4 - 185 °F], Slide Actuator, ALCOSWITCH DIP EDS

TE Part #ANT-MAG-B50-SMA TE Part #MS583730BA01-50
Antenna Magnetic Base 50mm RG174 MS5837-30BA0T 30BA T&R PRESSURE
4M SMA SEN Mnt

‘r T Q *n

TE Part #1462037-1
IMO1GR=IM RELAY 140mW 3V

TE Part #ANT-ELE-S01-005

TE Part #CAT-C339-A76 TE Part #1676153-1

SMD Power Resistor: 1 Watt, 3520 RN 0805 10K 0.1% 10PPM CUT
Series LENGTH

-
-~

TE Part #2118651-6

RF CA,UMCC GEN1-GENT1,1.13MM,
L90OMM,GREY

Documents

Product Drawings
END STACK DIP 2P G RECESS TUBE

English

CAD Files
3D PDF

3D

Customer View Model
ENG_CVM_CVM_2319848-2_A.2d_dxf.zip

English

Customer View Model
ENG_CVM_CVM_2319848-2_A.3d_igs.zip

English

Customer View Model
ENG_CVM_CVM_2319848-2_A.3d_stp.zip

English

By downloading the CAD file | accept and agree to the Terms and Conditions of use.

Datasheets & Catalog Pages

t. For support call+1 800 522 6752

Antenna Whip 860-960MHz MagBase-

¢ ¥ >

TE Part #8-188275-6
MICRO-MATCH SMD FTE

= TE

connectivity

TE Part #2081897-1

SMA,JACK,18GHZ,STRAIGHT,

SURFACE MOUNT
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https://www.te.com/en/product-2118651-6.html
https://www.te.com/en/product-2081897-1.html
https://www.te.com/en/product-1676153-1.html
https://www.te.com/en/product-CAT-C339-A76.html
https://www.te.com/en/product-1462037-1.html
https://www.te.com/en/product-8-188275-6.html
https://www.te.com/en/product-ANT-ELE-S01-005.html
https://www.te.com/en/product-MS583730BA01-50.html
https://www.te.com/en/product-ANT-MAG-B50-SMA.html
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=2319848&DocType=Customer%20Drawing&DocLang=English&DocFormat=pdf&PartCntxt=2319848-2
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=CVM_2319848-2&DocType=Customer%20View%20Model&DocLang=3D&DocFormat=pdf&PartCntxt=2319848-2
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=CVM_2319848-2&DocType=Customer%20View%20Model&DocLang=English&DocFormat=2d_dxf.zip&PartCntxt=2319848-2
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=CVM_2319848-2&DocType=Customer%20View%20Model&DocLang=English&DocFormat=3d_igs.zip&PartCntxt=2319848-2
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=CVM_2319848-2&DocType=Customer%20View%20Model&DocLang=English&DocFormat=3d_stp.zip&PartCntxt=2319848-2
https://www-stage.te.com/en/policies-agreements/terms-of-use-te-com.html
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=srchrtrv&DocNm=1-1773931-7_ALCOSWITCH_DIP_EDS_EDSP&DocType=Data%20Sheet&DocLang=English&DocFormat=pdf&PartCntxt=2319848-2
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ALCOSWITCH DIP Swtich EDS,EDSP Series
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