Data Sheet | ltem Number: 2231-1104/327-000

1-conductor female connector; lever; Push-in CAGE CLAMP®; 2.5 mm?; Pin spacing w = u
5 mm; 4-pole; 2,50 mm?; gray

https://www.wago.com/2231-1104/327-000

¢ @

Color: M gray Similar to illustration L = (pole no. x pin spacing) + 2 mm
2-and 3-pole female connectors - one latch only

- Intuitive and tool-free lever actuation

* Universal connection for all conductor types

- Push-in termination of solid and ferruled conductors
~Just 11.5 mm tall

- Test slot 0° and 90° to conductor entry

Codable

Notes

Safety information The MCS - MULTI CONNECTION SYSTEM includes connectors without breaking capaci-
ty in accordance with DIN EN 61984. When used as intended, these connectors must
not be connected/disconnected when live or under load.When used as intended, these
connectors must not be connected/disconnected when live or under load. The circuit
design should ensure header pins, which can be touched, are not live when unmated.

Variants: Other pole numbers
Other versions (or variants) can be requested from WAGO Sales or configured at https://
configuratorwago.com/.

Electrical data

Ratings per IEC/EN 60664-1

Overvoltage category Il 1l Il

Pollution degree 3 2 2

Nominal voltage 320V 320V 630V

Rated surge voltage 4kV 4kV 4kV

Rated current 16 A 16 A 16 A

Current at conductor cross-section - - -

(max.) mm?
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Connection data

Connection points
Total number of potentials
Number of connection types

Number of levels

Physical data
Pin spacing
Width

Height

Depth

Mechanical data
Variable coding

Anti-rotation protection

Plug-in connection
Contact type (pluggable connector)
Connector (connection type)

Mismating protection

Material data

Note (material data)

Color

Material group

Insulation material
Flammability class per UL94

Clamping spring material

Connection 1
Connection technology
Actuation type

Solid conductor
Fine-stranded conductor

Fine-stranded conductor; with insulated
ferrule

Fine-stranded conductor; with uninsula-
ted ferrule

Strip length
Pole number

Conductor entry direction to mating di-
rection

5mm/0.197 inches
22 mm/0.866 inches
11.5mm/0.453 inches
30.3mm/1.193 inches

Yes

Yes

Female connector/socket
for conductor
No

gray

|

Polyamide (PA66)
VO

Chrome-nickel spring steel (CrNi)

Push-in CAGE CLAMP®
Lever
0.2...25mm?/24...12 AWG
0.2...25mm?/24...12 AWG
0.25...1.5 mm?

0.25...2.5mm?

11...12mm/0.43...0.47 inches
4
0°

Contact material Copper alloy
Contact plating Tin
Fire load 0.136 MJ
Weight of insulation material 381g
Weight 6.89
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Environmental requirements

Limit temperature range

Processing temperature

Commercial data
PU (SPU)

Country of origin
GTIN

Customs tariff number

-60...+100°C
-35...460°C

100 pcs

PL
4066966369564
85366990990

Environmental Product Compliance

RoHS Compliance Status Compliant,No Exemption

Downloads

Environmental Product Compliance

Compliance Search

Environmental Product
Compliance
2231-1104/327-000

[~

Documentation

Additional Information

Technical Section pdf
03.04.2019 2027.26 KB

=

CAD/CAE-Data

CAD data

2D/3D Models
2231-1104/327-000

<~

1 Compatible Products

1.1 System counterpart

1.1.1 Male connector/plug

1-conductor male connector; CAGE THT male header; 1.0 x 1.0 mm solder pin; ~ THT male header; 1.0 x 1.0 mm solder pin;
CLAMP®; 2.5 mm?; Pin spacing 5 mm; 4- angled; Pin spacing 5 mm; 4-pole; gray straight; Pin spacing 5 mm; 4-pole; gray
pole; 2,50 mm?; gray
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1.2 Optional Accessories

1.2.1 Ferrule
1.2.1.1 Ferrule

Ferrule; Sleeve for 0.25 mm2/ AWG 24; in-
sulated; electro-tin plated; yellow

Ferrule; Sleeve for 0.34 mm?/ 22 AWG; in-
sulated; electro-tin plated; light turquoise

Ferrule; Sleeve for 0.5 mm?2 /20 AWG; in-
sulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 4/09.90; white

Ferrule; Sleeve for 0.5 mm?2/ AWG 22; un-
insulated; electro-tin plated; silver-colo-
red

Ferrule; Sleeve for 0.75 mm2/ 18 AWG; in-
sulated; electro-tin plated; gray

Ferrule; Sleeve for 0.75 mm2/ AWG 20;
uninsulated; electro-tin plated; silver-co-
lored

Ferrule; Sleeve for 1 mm?2/AWG 18; insu-
lated; electro-tin plated; red

Ferrule; Sleeve for 1.5 mm?2/ AWG 16; in-
sulated; electro-tin plated; black

Ferrule; Sleeve for 1.5 mm?2/ AWG 16; in-
sulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 4/09.90; black

-

Ferrule; Sleeve for 2.5 mm?2/ AWG 14; un-
insulated; electro-tin plated; silver-colored

Ferrule; Sleeve for 0.25 mm2/ AWG 24; in-
sulated; electro-tin plated; yellow

Ferrule; Sleeve for 0.34 mm?/ 22 AWG; in-
sulated; electro-tin plated; light turquoise

Ferrule; Sleeve for 0.5 mm?2 /20 AWG,; in-
sulated; electro-tin plated; white

Ferrule; Sleeve for 0.5 mm?2/ AWG 22; un-
insulated; electro-tin plated; silver-colo-
red

Ferrule; Sleeve for 0.75 mm?/ 18 AWG; in-
sulated; electro-tin plated; gray

Ferrule; Sleeve for 1 mm?2/AWG 18; insu-
lated; electro-tin plated; electrolytic cop-
per; gastight crimped; acc. to DIN 46228,
Part 4/09.90; red

Ferrule; Sleeve for 1 mm2/ AWG 18; unin-
sulated; electro-tin plated

Ferrule; Sleeve for 1.5 mm?2/ AWG 16; in-
sulated; electro-tin plated; black

Ferrule; Sleeve for 1.5 mm?2/ AWG 16; un-
insulated; electro-tin plated

Ferrule; Sleeve for 0.25 mm?2/ AWG 24;
uninsulated; electro-tin plated

Ferrule; Sleeve for 0.34 mm?2/ AWG 24;
uninsulated; electro-tin plated

Ferrule; Sleeve for 0.5 mm2/20 AWG; in-
sulated; electro-tin plated; white

Ferrule; Sleeve for 0.75 mm?2/ 18 AWG; in-
sulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 4/09.90; gray

Ferrule; Sleeve for 0.75 mm?2/ 18 AWG;
uninsulated; electro-tin plated; electroly-
tic copper; gastight crimped; acc. to DIN
46228, Part 1/08.92

:

Ferrule; Sleeve for 1 mm?2/ AWG 18; insu-
lated; electro-tin plated; electrolytic cop-
per; gastight crimped; acc. to DIN 46228,
Part 4/09.90; red

Ferrule; Sleeve for 1 mm?2/ AWG 18; unin-
sulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 1/08.92

0

Ferrule; Sleeve for 1.5 mm?/ AWG 16; in-
sulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 4/09.90; black

Ferrule; Sleeve for 1.5 mm2/ AWG 16; un-
insulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 1/08.92; silver-colored

Ferrule; Sleeve for 0.25 mm?2/ AWG 24;
uninsulated; electro-tin plated; silver-co-
lored

Ferrule; Sleeve for 0.34 mm2/ AWG 24;
uninsulated; electro-tin plated

Ferrule; Sleeve for 0.5 mm2 /20 AWG; un-
insulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 1/08.92

Ferrule; Sleeve for 0.75 mm?/ 18 AWG; in-
sulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 4/09.90; gray

i

|
M

Ferrule; Sleeve for 0.75 mm?2/ AWG 20;
uninsulated; electro-tin plated; silver-co-
lored

Ferrule; Sleeve for 1 mm?2/ AWG 18; insu-
lated; electro-tin plated; red

Ferrule; Sleeve for 1 mm?2/ AWG 18; unin-
sulated; electro-tin plated; silver-colored

Ferrule; Sleeve for 1.5 mm?/ AWG 16; in-
sulated; electro-tin plated; electrolytic
copper; gastight crimped; acc. to DIN
46228, Part 4/09.90; black

i

|
M

Ferrule; Sleeve for 1.5 mm?2/ AWG 16; un-
insulated; electro-tin plated; silver-colo-
red
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1.2.2 Insulation stop
1.2.2.1 Insulation stop

<
oo

Insulation stop; 0.25 - 0.5 mm?; light gray

1.2.3 Marking
1.2.3.1 Marking strip

Marking strips; as a DIN A4 sheet; MAR-
KED; 1-16 (160x); Height of marker strip: 3
mm; Strip length 182 mm; Horizontal mar-
king; Self-adhesive; white

1.2.4 Test and measurement

1.2.4.1 Testing accessories

Test plug; 2 mm @; with 500 mm cable; red

1.2.5 Tool

1.2.5.1 Operating tool
P

Operating tool; Blade: 3.5 x 0.5 mm; with a
partially insulated shaft; multicoloured

G

Insulation stop; 0.75 - 1 mm?; dark gray

Marking strips; as a DIN A4 sheet; MAR-
KED; 1-32 (80x); Height of marker strip: 3
mm; Strip length 182 mm; Horizontal mar-
king; Self-adhesive; white

Test plugs for female connectors; for 5
mm and 5.08 mm pin spacing; 2,50 mm?;
light gray

/

Operating tool; Blade: 3.5 x 0.5 mm; with a

partially insulated shaft; short; multicolou-

red

Subject to changes. Please also observe the further product documentation!

Marking strips; as a DIN A4 sheet; MAR-

KED; 17-32 (160x); Height of marker strip:

3 mm; Strip length 182 mm; Horizontal
marking; Self-adhesive; white

Marking strips; as a DIN A4 sheet; MAR-
KED; 33-48 (160x); Height of marker strip:
3 mm; Strip length 182 mm; Horizontal
marking; Self-adhesive; white

Current addresses can be found at::
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