OD6020 Series

DC Fans - 5, 12, 24V
60mm x 20mm (2.4” x 0.8")
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Lead Wires

UL 1007, 26 AWG
Red Wire: DC+
Black Wire:DC-/GND

4x- @4.4mm=0.3

Frame PBT, UL94 V-0 Plastic Operating Temperature
-20°C ~ +65°C 6 0.25
Impeller PBT, UL94 V-0 Plastic &
Storage Temperature = s
20°C ~ o — U
Connection 2x Lead Wires, 26 AWG 20°C ~ +75°C L
Life Expectanc x
Lite Expectancy s
Brushless DC, Auto Cutoff, Auto 70,000 Hours (L10 at 40°C) 5’, s
Motor Restart, Polarity Protected, ! @3
Electronically Protected Available Options v 0.10
PWM Speed Control Input a-
Bearing System Dual Ball Bearings Tachometer Output O ik
Alarm Output 'Z
Dielectric Strength 500VDC/min, <1mA ISF()eaRIeS_ Sleeve Bearings <'7> 5
atings 0o 5 10 15 20 25
. CFM
Insulation Resistance >10M Ohm @ 500 VDC Weight: 0.13 Ibs.
Rated Voltage Input Rated Rated Max Noise Max Static
Part Number Voltage Range Power Current Speed Airflow Level Pressure
(Volts) (Volts) (Watts) (Amps) (RPM) (CFM) (dBA) ("H,0)
0D6020-05MB 5 45~55 1.3 0.25 4675 17.4 28.3 0.15
0D6020-05LB 5 45~55 1.0 0.19 3790 14.9 26.2 0.10
0D6020-12HB 12 8~ 13.8 3.4 0.28 5550 22.8 33.4 0.20
0D6020-12MB 12 8~ 13.8 2.2 0.18 4675 17.4 28.3 0.15
0D6020-12LB 12 8~ 13.8 1.8 0.15 3790 14.9 26.2 0.10
0D6020-24HB 24 15~ 26.4 4.3 0.18 5550 22.8 33.4 0.20
0OD6020-24MB 24 15~ 26.4 3.6 0.15 4675 17.4 28.3 0.15
0D6020-24LB 24 15~26.4 3.1 0.13 3790 14.9 26.2 0.10
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OD6020 Series
with PWM and Tach

DC Fans - 5, 12, 24V
60mm x 20mm (2.4” x 0.8")

e r—— g 20mm=0.5
t ( Z 1.300mm#+10
A
vl v ' — / Lead Wires ||
F F Rotation UL 1061, 26 AWG %
el E Red Wire: DC+
el € Black Wire: DC-/GND {
o O ire:
e & ‘ Blug W|r<.a. PWM In
\ White Wire: Tach Out
y rf\ d 4x- @4.4mm=0.3 |
\W >
Frame PBT, UL94 V-0 Plastic Operating Temperature 6 025
- -20°C ~ +65°C f
Impeller PBT, UL94 V-0 Plastic Storage Temperature =
: : -20°C ~ +75°C m
Connection 4x Lead Wires, 26 AWG Life Expectancy o
70,000 Hours (L10 at 40°C) (:,))
Brushless DC,_ Auto Cutoff, Auto Installed Options %
Motor Restart, _Polarlty Protected, PWM Speed Control Input o
Electronically Protected Open Collector Tach Output o
- - Available Options ©)
Bearing System Dual Ball Bearings 5V TTL Tach Output |<Ti
'_
Dielectric Strength 500VDC/min, <1mA C e %)
Weight: 0.13 Ibs. 0 5 o 5 20 25
Insulation Resistance >10M Ohm @ 500 VDC CFM
irf . Max Static
Part Number Rated Voltage | Voltage Range | Input Power | Rated Current | Rated Speed Max Airflow Noise Level Pressure
(Volts) (Volts) (Watts) (Amps) (RPM) (CFM) (dBA) (*H.0)
2
0D6020-05MB10A 5 45~55 1.3 0.25 4675 17.4 28.3 0.15
0OD6020-05LB10A 5 45~55 1.0 0.19 3790 14.9 26.2 0.10
0D6020-12HB10A 12 8~ 13.8 3.4 0.28 5550 22.8 33.4 0.20
0D6020-12MB10A 12 8~ 13.8 2.2 0.18 4675 17.4 28.3 0.15
0OD6020-12LB10A 12 8~ 13.8 1.8 0.15 3790 14.9 26.2 0.10
0D6020-24HB10A 24 15~ 26.4 4.3 0.18 5550 22.8 334 0.20
0D6020-24MB10A 24 15~ 26.4 3.6 0.15 4675 17.4 28.3 0.15
0D6020-24LB10A 24 15~ 26.4 3.1 0.13 3790 14.9 26.2 0.10
PWM Source Fan Customer Tach Circuit
I_ ——————————————————— Tach Max Pullup Voltage: Fan Vcc
I I I Vee I I Tach Max Sink Current: 5mA
| I | I (Red Wire) I +V DC Pull Up Resistor I Tach Cycles per Rotation: 2
I PWM Max High Voltage: 5v
IPWM Signal | ITach Output | | Ewm L’Iax Sink Ctlirrent: m_/'\ JOKH
(Blue Wire) | ] (White Wire) 1 o requency Range: z- z
I I_I_l_l—l ! !' I I g U—|_I—U I PWM Typical Frequency: 25KHz
I Duty Cycle = Fan Speed I I I Consult product data sheet for I RPM at 0% Duty Cycle: 0 RPM
Ground TRamibens:. Dyctes per Moliion; RPM will be full speed if PWM input is
| | (Black Wire) RPM = (Frenaon! CholoSnmen) 60 | - i mnected.
|_ _____ 4 A e | ] RPM will be 0 RPM if PWM input is

grounded.

Knight Electronics, Inc.
10557 Metric Drive

Dallas, TX 75243
214-340-0265

CN us

E170149

Revised 8/6/2026
m0

cA "

AN

TOV

C

Orion Fans
Information and data is subject to
change without prior notification



OD6020 Series
with Alarm

DC Fans - 5, 12, 24V

60mm x 20mm (2.4” x 0.8")

60mm=*0.5

50mm=0.5

A 4

60mm=0.5
50mm=0.5

20mm=0.5

Lead Wires

UL 1061, 24 AWG
Red Wire: DC+
Black Wire: DC-/GND

Yellow Wire: Alarm Out

4x- @4.4mm=0.3

Frame PBT, UL94 V-0 Plastic

Impeller PBT, UL94 V-0 Plastic

Connection 3x Lead Wires, 24 AWG
Brushless DC, Auto Cutoff, Auto

Motor Restart, Polarity Protected,

Electronically Protected

Bearing System

Dual Ball Bearings

Dielectric Strength

500VDC/min, <1mA

Operating Temperature
-20°C ~ +65°C

Storage Temperature

-20°C ~ +75°C

Life Expectancy

70,000 Hours (L10 at 40°C)

Installed Options
Open Collector Alarm Output

Available Options
Inverted Alarm Logic States
5V TTL Alarm Output

Weight: 0.13 Ibs.

0.25

STATIC PRESSURE (*H-O)

15

20 25

CFM
Insulation Resistance >10M Ohm @ 500 VDC
il . | Max Static
Part Number Rated Voltage | Voltage Range | Input Power | Rated Current | Rated Speed Max Airflow Noise Leve Pressure
(Volts) (Volts) (Watts) (Amps) (RPM) (CFM) (dBA) ("H.0)
2
0D6020-05MB02A 5 45~55 1.3 0.25 4675 17.4 28.3 0.15
0D6020-05LB02A 5 45~55 1.0 0.19 3790 14.9 26.2 0.10
0D6020-12HB02A 12 8~ 13.8 3.4 0.28 5550 22.8 33.4 0.20
0D6020-12MB02A 12 8~ 13.8 2.2 0.18 4675 17.4 28.3 0.15
0D6020-12LB02A 12 8~ 13.8 1.8 0.15 3790 14.9 26.2 0.10
0D6020-24HB02A 24 15~ 26.4 4.3 0.18 5550 22.8 33.4 0.20
0D6020-24MB02A 24 15 ~ 26.4 3.6 0.15 4675 17.4 28.3 0.15
0D6020-24LB02A 24 15~ 26.4 3.1 0.13 3790 14.9 26.2 0.10
Fan Customer Alarm Circuit
CTTTTTT 1 T |
| | vee (Red wire) | +V DC Pull Up Resistor I
| l Alarm Output (Yellow Wire) l § Locked I Alarm Max Pullup Voltage: Fan Vcc
i > | | Alarm Max Sink Current: 5mA
| | Running Alarm Active Logic State: High
| Rotation Alarm logic level will reverse when fan I
I | rotor is locked (0 RPM) versus running.
Ground (Black Wire) Inverted logic levels are available as an option. I
l_ = | L J
Knight Electronics, Inc. UK | Orion Fans
10557 Metric Drive Revised 8/6/2026 c“ us c RoHS A Inf i i j
ormation and data is subject to
Dallas, TX 75243 mo E170149 Cn l TOV J]

214-340-0265

change without prior notification




OD6020 Series
with Tachometer

DC Fans - 5, 12, 24V

60mm x 20mm (2.4” x 0.8")

60mm=0.5

50mm=0.5

>
P

60mm=0.5
50mm=0.5

&
<

4x- D4.4mm=0.3

Lead Wires
UL 1061, 24 AWG
Red Wire:
Black Wire: DC-/GND
White Wire: Tach Out

DC+

Operating Temperature

-20°C ~ +65°C
Storage Temperature

-20°C ~ +75°C
Life Expectancy

Frame PBT, UL94 V-0 Plastic

Impeller PBT, UL94 V-0 Plastic

Connection 3x Lead Wires, 24 AWG
Brushless DC, Auto Cutoff, Auto

Motor Restart, Polarity Protected,

Electronically Protected

70,000 Hours (L10 at 40°C)

Installed Options
Open Collector Tach Output

Available Options

Bearing System

Dual Ball Bearings

5V TTL Tach Output

Dielectric Strength

500VDC/min, <1mA

Weight: 0.13 Ibs.

STATIC PRESSURE (*H-O)

0.25

15

20 25

CFM
Insulation Resistance >10M Ohm @ 500 VDC
d Vol | dc d Speed il i | Max Static
Part Number Rated Voltage | Voltage Range | Input Power | Rated Current | Rated Spee Max Airflow Noise Leve A
(Volts) (Volts) (Watts) (Amps) (RPM) (CFM) (dBA) CH.0)
2
0OD6020-05MB0O1A 5 45~55 1.3 0.25 4675 17.4 28.3 0.15
0OD6020-05LB01A 5 45~55 1.0 0.19 3790 14.9 26.2 0.10
0D6020-12HB0O1A 12 8~ 13.8 3.4 0.28 5550 22.8 33.4 0.20
0D6020-12MB01A 12 8~ 13.8 2.2 0.18 4675 17.4 28.3 0.15
0D6020-12LB01A 12 8~ 13.8 1.8 0.15 3790 14.9 26.2 0.10
0D6020-24HB01A 24 15 ~ 26.4 4.3 0.18 5550 22.8 33.4 0.20
0D6020-24MB0O1A 24 15 ~ 26.4 3.6 0.15 4675 17.4 28.3 0.15
0D6020-24LB01A 24 15 ~ 26.4 3.1 0.13 3790 14.9 26.2 0.10
Fan Customer Tach Circuit
= =71 T T T
| | vec (Red wire) | +V DC Pull Up Resistor l
I ‘I Tach Max Pullup Voltage: Fan Vcc
| | I I Tach Max Sink Current: 5mA
Tach Output (White Wire) o Tach Cycles per Rotation: 2
Fs LTI | o
I I Consult product data sheet for I
I number of Cycles per Rotation.
I Ground (Black Wire) RPM = (Fregpacy/ Cyclespagon) * 60 I
T ] L 1]
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