OD6025 Series

2 4

DC Fans - 12, 24, 48V
60mm x 25mm (2.4” x 1.0")

60mm=0.5

50mm=0.5

& | 300mm=10

Lead Wires:

25mmi0.§

IT

L0 :
c_a S_)I Balation UL 1 OO.7, 24 AWG
[ == Red Wire: DC+ P @
= =l Black Wire: DC-/GND
(@l[e n
NO(L0)
v | A nd 4X- D4.3mm=0.5
¥ \W t]j)
Frame PBT, UL94 V-0 Plastic Operating Temperature
-20°C ~ +65°C - 025
Impeller PBT, UL94 V-0 Plastic ON
Storage Temperature T 090
Connection 2x Lead Wires, 24 AWG -20°C ~ +70°C o
Life Expectancy O 0.5
Brushless DC, Auto Cutoff, Auto 70,000 Hours (L10 at 40°C) | =
Motor Restart, Polarity Protected, N
Electronically Protected Available Options 8 0.10
PWM Speed Control Input Ct
Bearing System Dual Ball Bearings Tachometer Output 0.05
Alarm Output Q
Dielectric Strength 500VDC/min, <1mA 15r\>/ D% \éerlS'gns Rati T o , , ; ,
and Salt Fog Ratings &S 0 7 14 21 28 35
Insulation Resistance =10MQ @ 500 VDC Weight: 0.14 Ibs. Airflow (C FM)
Rated Voltage Range Input Rated Rated Max Noise Max Static
Part Number Voltage (Vo?ts DC)g Power Current Speed Airflow Level Pressure
(Volts DC) (Watts) (Amps) (RPM) (CFM) (dBA) ("H,0)
0D6025-12HHB 12 8~ 13.8 2.5 0.21 4390 32 32 0.24
0D6025-12HB 12 8~ 13.8 1.8 0.15 3975 25 30 0.22
0D6025-12MB 12 8~ 13.8 1.5 0.12 3150 17 26 0.16
0OD6025-12LB 12 8~ 13.8 1.0 0.08 2480 14 20 0.14
0D6025-24HHB 24 15 ~ 26.4 3.6 0.15 4390 32 32 0.24
0D6025-24HB 24 15 ~ 26.4 2.9 0.12 3975 25 30 0.22
0D6025-24MB 24 15 ~ 26.4 2.2 0.09 3150 17 26 0.16
0D6025-24LB 24 15 ~ 26.4 1.5 0.06 2480 14 20 0.14
0OD6025-48HHB 48 28 ~ 52.0 6.2 0.13 4390 32 32 0.24
0D6025-48HB 48 28 ~ 52.0 5.3 0.11 3975 25 30 0.23
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OD6025 Series
with PWM and Tach

DC Fans - 12, 24, 48V
60mm x 25mm (2.4” x 1.0")

ggmigg " 25mmz0.5

\ +
N 300mm+10

Lead Wires:
UL 1061, 24 AWG

_
Rotation Red Wi DC
e ire: +
Black Wire: DC-/GND <« &
Blue Wire: PWM In
White Wire: Tach Out
A /nd 4x- @4.3mm=20.5 —
Nz \IJ]

ILESS DC FAN
MODEL OD6025

60mm=0.5
50mm=0.5

Frame PBT, UL94 V-0 Plastic Operating Temperature 6 0.25
. -20°C ~ +65°C o
Impeller PBT, UL94 V-0 Plastic T 020
Connection 4x Lead Wires, 24 AWG Storage Temperature oy
-20°C ~ +70°C O o015
Brushless DC, Auto Cutoff, Auto D
Motor Restart, Polarity Protected, Life Expectancy A 0.10
Electronically Protected 70,000 Hours (L10 at 40°C) Q
&
Bearing System Dual Ball Bearings Installed Options 0 0.05
) ) . PWM Speed Control Input =
Dielectric Strength 500VDC/min, <1mA O 0 t \ : :
Open Collector Tach Output = 0 7 14 2] 28 35
Insulation Resistance >10MQ @ 500 VDC Weight: 0.14 Ibs. Airflow (CFM)
Rated Voltage Range Input Rated Rated Max Noise Max Static
Part Number Voltage (Vo?ts DC)g Power Current Speed Airflow Level Pressure
(Volts DC) (Watts) (Amps) (RPM) (CFM) (dBA) ("H,0)
0D6025-12HHB10A 12 8~ 13.8 2.5 0.21 4390 32 32 0.24
0D6025-12HB10A 12 8 ~13.8 1.8 0.15 3975 25 30 0.22
0OD6025-12MB10A 12 8~ 13.8 1.5 0.12 3150 17 26 0.16
0D6025-12LB10A 12 8~ 13.8 1.0 0.08 2480 14 20 0.14
0D6025-24HHB10A 24 15 ~ 26.4 3.6 0.15 4390 32 32 0.24
0D6025-24HB10A 24 15~ 26.4 2.9 0.12 3975 25 30 0.22
0D6025-24MB10A 24 15~ 26.4 2.2 0.09 3150 17 26 0.16
0D6025-24LB10A 24 15~ 26.4 1.5 0.06 2480 14 20 0.14
0D6025-48HHB10A 48 28 ~ 52.0 6.2 0.13 4390 32 32 0.24
0D6025-48HB10A 48 28 ~ 52.0 5.3 0.11 3975 25 30 0.23
PWM Source Fan Customer Tach Circuit
r— | [— ______ | |_ —————— | Tach Max Pullup Voltage: Fan Vcc
cc H .
| | | (Red Wire) | +V DC Pull Up Resistor | Tach Max Sink Current: 8mA
| | Tach Cycles per Rotation: 2
et | | PWM Max High Voltage: 5V
| li’gfu“ﬁ'v?rf)' |(T\7\/(r::i1teo \%ﬁ:t) ! § -~ | PWM Max Sink Current: 5mA
L —— T B LY PWM Frequency Range: 1KHz-100KHz
I Duty Cycle = Fan Speed | | I Consult product data sheet for I PWM Typ|ca| Frequency: 25KHz
I Ground number of Cycles per Rotation. I

RPM at 0% Duty Cycle: 0 RPM

I (Black Wire) RPM = (Freq,,,,/ Cyclesg ,....) * 60
RPM will be full speed if PWM input is disconnected.
P | - — — — — — — 1 RPMwill be 0 RPM if PWM input is grounded.
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OD6025 Series

with Tach

DC Fans - 12, 24, 48V
60mm x 25mm (2.4" x 1.0")

60mm=0.5
50mmz0.5 2R
R +
o 300mm=10
_.\'_ —
n . 213 [To\[To' Lead Wires:
BRUSHLESS DC FAN w ol —_—
oo 000025 (_a -Ci-)l RatGtion uL 100.7, 26 AWG
RE——A ele Red Wire: DC+ « @
G, £l g Black Wire: DC-/GND
ol White Wire: Tach
Neljrs!
L LA o AX- D4.3mm=0.5 —
S =
Frame PBT, UL94 V-0 Plastic Operating Temperature 6 0.25
Impeller PBT, UL94 V-0 Plastic 20°C ~ +65°C -
! Storage Temperature =~ 020
Connection 3x Lead Wires, 26 AWG -20°C ~ +70°C gy
Life Expectancy O o015
Brushless DC, Auto Cutoff, Auto 70,000 Hours (L10 at 40°C) >
Motor Restart, Polarity Protected, A o.10
Electronically Protected Installed Options )
. - Open Collector Tach Output O 405
Bearing System Dual Ball Bearings '
. . . Available Options =
Dielectric Strength 500VDC/min, <1mA O 0 t \ : :
5V TTL Tach Output > 0 7 14 21 28 35
Insulation Resistance >10MQ @ 500 VDC Weight: 0.14 Ibs. Airflow (CFM)
Rated Voltage Range Input Rated Rated Max Noise Max Static
Part Number Voltage (Vo?ts DC)g Power Current Speed Airflow Level Pressure
(Volts DC) (Watts) (Amps) (RPM) (CFM) (dBA) ("H,0)
0D6025-12HHB0O1A 12 8~ 13.8 2.5 0.21 4390 32 32 0.24
0D6025-12HB01A 12 8 ~13.8 1.8 0.15 3975 25 30 0.22
0D6025-12MB0O1A 12 8~ 13.8 1.5 0.12 3150 17 26 0.16
0D6025-12LB01A 12 8~ 13.8 1.0 0.08 2480 14 20 0.14
0D6025-24HHBO1A 24 15 ~ 26.4 3.6 0.15 4390 32 32 0.24
0D6025-24HB01A 24 15~ 26.4 2.9 0.12 3975 25 30 0.22
0D6025-24MB01A 24 15~ 26.4 2.2 0.09 3150 17 26 0.16
0D6025-24LB01A 24 15~ 26.4 1.5 0.06 2480 14 20 0.14
0D6025-48HHB0O1A 48 28 ~ 52.0 6.2 0.13 4390 32 32 0.24
0D6025-48HBO1A 48 28 ~ 52.0 5.3 0.11 3975 25 30 0.23
Fan Customer Tach Circuit
r————= | |
| | veo Rea wire) I +V DC Pull Up Resistor I
: : Tach Output (Whits Wire) I § I Tach Max Pullup Voltage: Fan Vcc
ach Outpu fe-vvire ] - Tach Max Sink Current: 8mA
I | o U—Ll—]—l I Tach Cycles per Rotation: 2
| Consult product data sheet for I
number of Cycles per Rotation.
I I Ground (Black Wire) RPM = (Frednon! CYOIeSaasen) * 60 |
l_ = [ L J
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OD6025 Series
with Alarm

DC Fans - 12, 24, 48V

60mm x 25mm (2.4” x 1.0")

BRUSHLESS DC FAN

MODEL OD6025

oc [ —
(€ mm— )\ *
B

p.UK

oy s

60mm=0.5

50mm=0.5

25mm=0.5

60mm=0.5
50mm=0.5

_E

}\ 300mmz=*10

Lead Wires:
)

Rofoﬁor: UL 1007, 26 AWG
Red Wire: DC+
Black Wire: DC-/GND
Yellow Wire: Alarm

A And Ax- D4.3mm*0.5 —
¥ ~)

Frame PBT, UL94 V-0 Plastic Operating Temperature 6 0.25
Impeller PBT, UL94 V-0 Plastic 20°C ~ +65°C E
P ! Storage Temperature EE 0.20
Connection 3x Lead Wires, 26 AWG -20°C ~ +70°C gy
Life Expectancy O o015
Brushless DC, Auto Cutoff, Auto 70,000 Hours (L10 at 40°C) >
Motor Restart, Polarity Protected, A o.10
Electronically Protected Installed Options )
. - Open Collector Alarm Output O 405
Bearing System Dual Ball Bearings Available Options '
; ; . Inverted Alarm Logic States =
Dielectric Strength 500VDC/min, <1mA O 0 t \ :
5V TTL Alarm Output > 0 7 14 8 35
Insulation Resistance >10MQ @ 500 VDC Weight: 0.14 Ibs. Airflow (CFM)
Rated Voltage Range Input Rated Rated Max Noise Max Static
Part Number Voltage (Vo?ts DC)g Power Current Speed Airflow Level Pressure
(Volts DC) (Watts) (Amps) (RPM) (CFM) (dBA) ("H,0)
0D6025-12HHB02A 12 8~ 13.8 2.5 0.21 4390 32 32 0.24
0D6025-12HB02A 12 8 ~13.8 1.8 0.15 3975 25 30 0.22
0D6025-12MB02A 12 8~ 13.8 1.5 0.12 3150 17 26 0.16
0D6025-12LB02A 12 8~ 13.8 1.0 0.08 2480 14 20 0.14
0D6025-24HHB02A 24 15 ~ 26.4 3.6 0.15 4390 32 32 0.24
0D6025-24HB02A 24 15~ 26.4 2.9 0.12 3975 25 30 0.22
0D6025-24MB02A 24 15~ 26.4 2.2 0.09 3150 17 26 0.16
0D6025-24LB02A 24 15~ 26.4 1.5 0.06 2480 14 20 0.14
0OD6025-48HHB02A 48 28 ~ 52.0 6.2 0.13 4390 32 32 0.24
0D6025-48HB02A 48 28 ~ 52.0 5.3 0.11 3975 25 30 0.23
Fan Customer Alarm Circuit
S 1 T |
| | vee (Red ire) | +V DC Pull Up Resistor |
I l Alarm Output (Yellow Wire) I § Locked I Alarm Max Pullup Voltage: Fan Vcc
i b | Alarm Max Sink Current: 5mA
| | Running Alarm Active Logic State: High
I Rotation Alarm logic level will reverse when fan I
I I rotor is locked (0 RPM) versus running.
Ground (Black Wire) Inverted logic levels are available as an option. I
_ _ _ ___Z [ e J
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OD6025 Series
with PWM

DC Fans - 12, 24, 48V
60mm x 25mm (2.4” x 1.0")

| RPM will be 0 RPM if PWM input is grounded.

+
formse
4 R
+
{ ‘6} 300mmz=10
_\— —1
—————o = -
?’."m;ili‘ Tollle) Lead Wires
N'I;?ELODeozs C+D| C+D| ROfCIﬁOh UL 1007, 26 AWG
e R L ele Red Wire:  DC+ =1
Ltoer o £l e Black Wire: DC-/GND
SIR Blue Wire: PWM Input
AD i 4x- D4.3mm=0.5 =
% N
. -20°C ~ +65°C o
Impeller PBT, UL94 V-0 Plastic T 020
Connection 3x Lead Wires, 26 AWG Storage Temperature By
-20°C ~ +70°C O o015
Brushless DC, Auto Cutoff, Auto D
Motor Restart, Polarity Protected, Life Expectancy A 0.10
Electronically Protected 70,000 Hours (L10 at 40°C) Q
&
Bearing System Dual Ball Bearings Installed Options 0 0.05
. PWM ntrol In =
Dielectric Strength 500VDC/min, <1mA Speed Control Input 6 0 t \ - r
—
, _ Weight: 0.14 Ibs. ) B & 8 Tn B8
Insulation Resistance >10MQ @ 500 VDC Airflow (CFM)
Rated Voltage Range Input Rated Rated Max Noise Max Static
Part Number Voltage (Vo?ts DC)g Power Current Speed Airflow Level Pressure
(Volts DC) (Watts) (Amps) (RPM) (CFM) (dBA) ("H,0)
0OD6025-12HHB05 12 8~ 13.8 2.5 0.21 4390 32 32 0.24
0D6025-12HB05 12 8 ~13.8 1.8 0.15 3975 25 30 0.22
0D6025-12MB05 12 8~ 13.8 1.5 0.12 3150 17 26 0.16
0D6025-12LB05 12 8~ 13.8 1.0 0.08 2480 14 20 0.14
0D6025-24HHBO05 24 15 ~ 26.4 3.6 0.15 4390 32 32 0.24
0D6025-24HB05 24 15~ 26.4 2.9 0.12 3975 25 30 0.22
0D6025-24MB05 24 15~ 26.4 2.2 0.09 3150 17 26 0.16
0D6025-24LB05 24 15~ 26.4 1.5 0.06 2480 14 20 0.14
0OD6025-48HHB0O5 48 28 ~ 52.0 6.2 0.13 4390 32 32 0.24
0D6025-48HB05 48 28 ~ 52.0 5.3 0.11 3975 25 30 0.23
PWM Source Fan
— | " 1 :
PWM Max High Voltage: 5v
| I I Vee (Red Wire) PWM Max Sink Current: 5mA
< I PWM Frequency Range: 1KHz-100KHz
I | PWM Typical Frequency: 25KHz
| | PWM Signal (Blue Wire) | RPM at 0% Duty Cycle: 0 RPM
I U—l_|_| T RPM will be full speed if PWM input is disconnected.

I Ground (Black Wire)

- 1% [ M | L
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