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AMPHENOL CORPORATION. NO RIGHTS OF REPRODUCTION ARE IMPLIED. ALL DIMENSIONS ARE SUBJECT TO NORMAL MANUFACTURING VARIATIONS.

THIS DRAWING IS SUPPLIED FOR INFORMATION ONLY. DESIGN FEATURES, SPECIFICATIONS AND PERFORMANCE DATA SHOWN HEREON ARE THE PROPERTY OF THE
O

REVISIONS
REV# ECN# REVISION ACTION REV.BY: APPR.BY: DATE
C US TOM E R DRA WI N G 54,20 A -- INITIAL RELEASE X JL 03/09/2020
3 Add Pack: ification P/N With Add Dust C.
B - ackage Spef;,;gie'g;’m,/ Cap ust Lap Star L 03/04/2021
M6 screw set c - Change the tempe;lavtltzr:rzi ;iflgz/?af;o/nts and remove Star I 01/25/2022
i Change operating temperature, voltage and add HVIL
[ . D - orotection cap Js JL 08/05/2022
E E -- Change specification parameters Hogan JL 03/21/2023
Pl HHHHH Standard Part List:
g | ~— = H4S Dia. Primary Dia. of Overall-Dia. | Outside-Dia. | Inside-Dia. B
Ei % 8 Model No. part No Insulation | Screen max. Nominal A of of
~ i B Ay ’ (mm) (mm) (mm) terminal(mm)| terminal(mm)
S\ ] =
M —— PL283(X)-30X-70-2-5| 84100298 13.7%0.3 14.6 17.0%0.3 16.710.3 12.2%0.3
HHH PL283(X)-30X-50-2-5| 84096257 11.5%0.3 12.6 14.9%0.3 14.0%0.3 10.0%0.3
ﬁ 1T 315 & Ordering Information
%‘ : PL283 X - 30 Jf - 70 - 2 -5
Key and Color | HVIL Cable Size Cable Type:
118.8 "X",Orange “0”, NOHVIL | “70”=70mm2  ".5", Huber+Suhner
- "y Black “17,With HVIL | “507=50mm2
. H 2% (Spec.):
= 1. TE8 & Operating temperature:-40°C ~ +125°C. A
s 2.7 & E & Electrical interlock (HVIL).
@% D :’i 3.8 E B 7% Current rating:
) Power: 50mm~*2,200A;70mm~2,250A; HVIL: 5A.
" o 2 ; 2 ;
N Q@ E 4.81E £ & Operating voltage:
% N A@ © Power: 1500 VDC; Signal: 60 VDC.
o n) 5.M &8 /& Dielectric withstanding voltage:
\ut_: Q) j Install Torque:3N-m+10% A. 518 B i E, Pin S k7 2 5]
™ When mated, between pin and metal shell: 8000 VD
B. 5 X /e, Pin S HVILZ 5]
92.80 When mated, between pin and HVIL: 8000 VDC.
- C. 5B fH/E HVILS #® =2 IH
Lock State When mated, between HVIL and metal shell: 500 VDC.
D. 5 15 BE X 18 B, B TNHVIL % 7 2 1B i E
Before mating, between two HVIL terminals: 500 VDC.
6.85#E 4% Protection class:Mated-IP6k9 & IP67,unmated-IP2X.
137.85 7. B F# 360°full Shielding.
8. ¥l Mating cycle:100 Min.
9. % CPA HI#EFF RS Latch system with CPA. A
] 10.£8 45 1 #L% B UL94 V-0 The insulation material meets the requirements of UL94V-0.
11. 8B REF/FF IR & 2, /B I 500H - 1 #h F 3L 56
Gray Zinc/Nickel(ZnNi)Plating.Rated at 500hours salt spray.
Pinfy #7188 12.7= (3% /B RoHS HIREACHZ 3K . Parts must be RoHS and reach compliant. @
13. 484845 %7 140°RTI# #. The insulators are 140° RTI material.
[al —
PinfZ#R1RC . . .
o — Amphenol Technical Products International Asia.
@ pr— ”
a BEREE | g | g | Mk | H#) | PART NAME:
K 1 THIRD ANGLE SHEET| SIZE | REV. | SCALE
1 PROJECTION : PL300 G2 3POS Right Angle Plug
= |10F2| A4 | E | 1225
Key # 4 SIGNATURE HJ DATE | UMNLESS OTHERWISE SPECIFIED DWG NO:
CharacteristicsVCritical 1) All dimensions are in metric(mm). PL283X-30X-XX-2-5
Logo Contact ES 1513 # K prRAWN Hogan 03/21/2023 | ) 1olerances are as follows:
Unlock State Amphenol for # # CHECKED 1.PL DEC * 1.00 CUST PART # CUST REV.
Latest ignifi 2.PL DEC £ 0.50
ME B Definition sEw | L # APPROVAL 3.PLDEC+0.20 Angles +1°
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HE Model Kit Package P/N | Bulk Package P/N REVISIONS
PL283X-300-50-2-5 AC-HA011993 | AC-HA011993-2 REV# | ECN# REVISION ACTION REV.BY: | APPR.BY: DATE
PL283Y-300-50-2-5 AC-HA011994 AC-HA011994-2 A - INITIAL RE§EASE X JL 03/09/2020
Add Package specification P/N With Add Dust Ca,
PL283X-300-70-2-5 | AC-HA011995 | AC-HA011995-2 B . B e orotection Capa P Star L 03/04/2021
Change the temperature of technical points and remove
PL283Y-300-70-2-5 AC-HA011996 AC-HA011996-2 c - HVIL Protection Cap Star JL 01/25/2022
PL283X-301-50-2-5 AC-HA011997 AC-HA011997-2 Change operating temperature, voltage and add HVIL
A D - protection cap JS JL 08/09/2022
PL283Y-301-50-2-5 AC-HA011598 AC-HA011598-2 E - Change specification parameters Hogan JL 03/21/2023
PL283X-301-70-2-5 AC-HA011999 AC-HA011999-2
PL283Y-301-70-2-5 AC-HA012000 AC-HA012000-2
B
11 PL300 G2 3 POS plug protection cap 1 Order P/N AC-CPO01619
10 PL300 G2 Dust cap for Plug 1
9 PL300 G2 metal gasket 3
g PL300 G2 R/A Tail Cap H+S cable 2 Different P/N are used a_ccard/'ng to different
< iffe t P/N are%stye!s Zlczce;rdfn to different
7 PL300 G2 Back Shell 14mm-90 3 Differen o aoraing
6 PL300 G2 cale sealing 3 Different P/N are C%Sbe/‘ej iiczce(;rdmg to different
5 PL300 G2 Outer Copper Ring for R/A Plug 3 Different P/N are(_f; Sf/Z z‘ic;(;rdfng to different
4 PL300 G2 Inner Copper Ring 3 Different P/N are (_flasbé'lg il_czﬁrd/ng to different
3 PL300 G2 Canted Coil Spring for Plug 3
2 PL300 G2 Plastic set 6
— 1 PL300 G2 Front Shell 14mm-90 Assy 1 Different P/N a""’g;fg ;"fz;‘;’ ding to different
ITEM DESCRIPTION Qry REMARK
MATERIALS LIST
Amphenol Technical Products International Asia.
ALY | gy | g | M | H#] | PART NAME:
THIRD ANGLE
o PROJECTION | SHEET| SIZE | REV. | SCALE|  p 300 G2 3POS Right Angle Plug

Note: Optional to be ordered separately
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03/21/2023 2) Tolerances are as follows:

# ¥ CHECKED

DWG NO:

PL283X-30X-XX-2-5

1.PLDEC +1.00

Latest
Definition

BEER/Y

#it # APPROVAL

2.PLDEC #0.50
3.PLDEC*0.20

Angles #1°

CUST PART #

CUST REV.

5

6 7




	图纸1
	工程图视图1
	工程图视图2
	工程图视图3
	工程图视图4
	工程图视图5
	工程图视图7
	工程图视图8
	工程图视图9
	工程图视图11

	图纸2
	工程图视图10


